








DASH REMOTES
(Level and Programming Controls)

Style

ACR-1 270°
Potentiometer

Supported Products: The Epicenter, LC2i, LC2i Pro, LC6i, LC7i, Overdrive Plus, Matrix Plus, 6XS, LC-4.800, LC-5.1300,
LC-6.1200, LC-1.800, LC-1.1500, ACM-1.300, ACX-300.1

ACR-2 Endless Rotary 
Encoder

Supported Products: LCQ-1, The Epicenter Plus

ACR-3 Endless Rotary 
Encoder

Supported Products: LC8i, DQ-61, DQDX, DM-810, DM-608, D-4.800, D-5.1300, D-6.1200

ACR-U 270º 
Potentiometer

Supported Products: Universal (RCA input and output)

LOAD RESISTORS

AC-LGD

Suggested Applications: OEM sound systems requiring a speaker load

AC-LGD 20

Suggested Applications: Non-ampli�ed OEM sound systems requiring a speaker load

AC-LGD 60

Suggested Applications: Premium OEM sound systems requiring a speaker load

ACCESSORIES

AC-LGDs generate load & stabilize the factory amp 
signal. Choose from three resistive loads to ensure 
seamless integration with your OEM sound system. 
Available in pairs. 

ACR dash remotes are available as optional upgrades or 
replacements for AudioControl LOCs, processors, and ampli�ers.

CAR AUDIO - CAR VIDEO - CAR SECURITY - CAR SAFETY - MARINE AUDIO - LED LIGHTING - CB RADIOS - AUTO ACCESSORIES - AND MUCH MORE...... 

BLUETOOTH RECEIVERS

Unleash the power of your DSP or DSP Amp with the AC-BT24 Bluetooth® HD Audio Streamer & Programmer (with aptX™ HD 
support). Add Bluetooth streaming to nearly any system with the weather proof ACX-BT1 (with aptX HD support).

MODEL aptX Support IPX Rating Supported Products

AC-BT24
BLUETOOTH® AUDIO STREAMER & PROGRAMMER

Y N/A
PRODUCTS WITH THE OPTION PORT:

DM-608, DM-810, D-4.800, 
D-5.1300. D-6.1200, DM-RTA

ACX-BT1
WEATHER PROOF BLUETOOTH® AUDIO STREAMER

Y IPX5
ANY PRODUCT WITH RCA/

LINE LEVEL INPUTS

DIGITAL SIGNAL PROCESSORS

MODEL
Speaker 

Level 
Inputs

Preamp 
Inputs

Digital Inputs
Preamp 
Outputs

Channel 
Summing

GTO™ 
Signal 
Sense

THD
Frequency
Response

AccuBASS®
Maximum

Output Level

Remote 
Level 

Control

Option 
Port

DM-810 8 8
1 x S/PDIF
1 x Optical

10 Y Y 0.01%
20 Hz - 
24 kHz

Y 10 Vrms ACR-3
(optional)

Y

DM-608 6 6
1 x S/PDIF
1 x Optical

8 Y Y 0.01%
20 Hz - 
24 kHz

Y 10 Vrms ACR-3
(optional)

Y

DM-810 DM-608

DM SMART DSP APP

DM Smart DSP app is 
available for PC and Mac 
and features tablet and 
smart phone support via 
the AC-BT24 Bluetooth 
Streamer & Programmer.

These highly versatile digital signal processors contain the power of AudioControl processing through the �exible, accessible and 
feature-packed DM Smart DSP™ app. Con�gure channel summing, 30 bands of EQ, signal delay and phase correction, plus 
AudioControl proprietary features like AccuBASS®, GTO™ Signal Sense, and MILC™. Integrated input and output RTA’s aid in 
channel summing and equalization. 

Connect the optional AC-BT24 for Bluetooth® HD audio streaming and programming.


